COMICA

PROFESSIONAL AUDIO EQUIPMENT

STMO1

Studio Vocal Condenser Cardioid Microphone
(For Studio Vocal & Recording)

USER MANUAL

3. Install the Pop-Shield onto the Shock-Mount and tighten with the
Lock Knob

COMICA #

PROFESSIONAL AUDIO EQUIPMENT u;

STMO1

Bl KA LA LA 2 T X
AT R

Foreword

Thanks for purchasing COMICA STMO01 Studio Vocal Condenser
Cardioid Microphone. To ensure bring you a good using experience,
please read this manual book carefully before using and correctly
install and operate.

Notice

A This product uses XLR output interface, device with other interface
should be prepared with corresponding cable adapter to use

& Do not use this equipment in the vicinity of heat source or interference
source, such as radiator, oven, refrigerator or air conditioner,
smartphone or next to the WIFI AP

AThis product belongs to high-precision instruments, please avoid
falling, collision or pounding

A& Do not use the equipment in rain or in a damp environment to avoid
short-circuit danger

& Please keep the product in a dry environment

Main Features

.34mm Gold-Plating Large Diaphragm Condenser Mic for Studio
Quality Audio

. Super Low Self-noise and Distortion

. Extended Dynamic Range and High SPL for Ideal Vocal Recording

. Support 24V/48V Phantom Power

. Detachable Pop-Shield Design to Efficiently Filter Airflow

. Special Shock Mount Design to Efficiently Eliminate Vibration Noise

. Metal Housing for Excellent Shielding
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Microphone  Shock-Mount  Pop-Shield Carry Case  User Manual Warranty Card

Components Instruction

@ Pop-Shield
(2 Lock knob
®3 Microphone
@ Shock-Mount
® Lock Knob L
® 5/8 Ring Mount
@ 3/8 Ring Mount
® Lock Ring of Mic /®
® XLR Interface

Specification
1. Frequency Response
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Product Installation and Use

1. Install the microphone on the Shock-Mount

P
Lock Ring of Mic/

2. Fix the microphone by rotating the Lock Ring @
of Mic, and pay attention to the direction of
the microphone

3. Technology Parameters

Acoustic Principle Condenser

Polar Pattern Cardioid

Frequency Response 20Hz ~ 20kHz
Output Impedance 100Q

Sensitivity -32dB+2dB @ 1kHz
Equivalent Noise 5dBA

Maximum Output +13.7dBu

Dynamic Range 132dB

Maximum SPL 137dB

Signal / Noise 89dB

Power 48V/24V Phantom Power
Output 3-pin XLR Interface
Dimension 125 x 180 x 230mm
Net Weight 680g

Working Temperature 0~50C
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